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F | EC—0A20-0136-00 17AUG00 | TJ | AG
D
SPECIFICATIONS AT -5 VOLTS, 23~C
PARAMETER SYMBOL  TEST CONDITIONS MIN TYP MAX UNITS 190 L.751
17.0 L671 M8 X 073
RESPONSIVITY R |50/125 FIBER 060 071 | - |aAsw
] 62.5/125 FIBER 050 |061 | - |Asw —52 L
DARK CURRENT Ip |- - |15 | 5 | nA -
CAPACITANCE C | f=L MHz - |15 |17 | pF CASE GND —
SPECTRAL RESPONSE - |- 1s0 | - [1600 | mm \
BREAKDOWN VOLTAGE Vp | D= 10ua -30 |-60 | - | v M)
CATHODE
\ L L\ | r‘- g
RISE/FALL TIME Ter 1 | ns e 5o 70 | = .; 3 CIH o
FREQUENCY RESPONSE - - - l1s - lGHz [0.531 751 L8751 = S ( 0 L.351
v x
| ,
C ABSOLUTE MAXIMUM RATINGS _/ 46 L0181 DIA B
OPERATING TEMPERATURE Ty | - -40 | - |8 | C ANODE
STORAGE TEMPERATURE  Tg | - -40| - [185 | € | |
REVERSE CURRENT Ig | - -l - 11 [ma i
o —— 91 —
[.36] \ 20
2X 2.2 [091 DIA THRU o8l
C'BORE 4.0 [161 DIA X 1.4 [06]1 DP
FROM OPPOSITE SIDE
B
NOTES!
1. DEVICE LEADS ARE ON 254 [0.100]1 DIA. BASE CIRCLE.
— £59015-1
2. XX IS A DATE CODE. PART No.
3. DIMENSION IN [ 1 ARE IN INCHES. THIS DRAWING IS A CONTROLLED DOCUMENT. ™ ..o 17AUG00 ANVIP> AMP Incorporated
4. ESD PRECAUTIONS MUST BE EXERCISED WHEN HANDLING COMPONENT. K LASS - Harrisburg, PA 17105—3608
DIMENSIONS: TOLERANCES UNLESS 0 — [ NAE
S. SUPPLIED WITH PROTECTIVE CAP (NOT SHOWND. MLINCHT | T wee SPECRED: ™5 \ALARCHER FC PIN
0 PLC +— FRODUCT SPEC
6. SOURCE FOR RESPONSIVITY TESTING IS AN LED OPERATING AT Z STANDARD
A 10uW (-200Bm> AT 1320nm, 25~C. @El% il 108—55009 ( _ )
3 PLC + - APPLICATION SPEC
:NELLES + - e _ SIZE CAGE CODE | DRAWING NO RESTRICTED TO
WAL _ FNISH wEiGHT - A300779(C=259015—1 —
CUSTOMER DRAWING S R T A T T il =
AMP 1470-19 REV 23FEBS5
17AUG00  2:30pm AMP45625




